CLAIMS 

1 . An enhanced ventricular assist device (EV AD) comprising of one or more/ 
ventricular assist device(s), and an installed means for sending electrical pujses to the 
patient's heart. / 
2 An EVAD according to Claim 1, with means for control lhfg either or both the 
pulse rate and voltage of said electrical pulses sent by said metalled means to the patient's 
heart. / 

3. An EVAD according to Claim 1 with means for measuring clinical signals, and 
means for monitoring said clinical signals. / 

4. An EVAD according to Claim 3, With means for monitoring said clinical signals 
in synchronization with said electrica^)ulses. 

5. An EVAD according to C^aim 1 with a set of prototype commands and automatic 
means for carrying out any oMie prototype commands one at a time. 

6. An EVAD accordufg to Claim 5 with a set of input clinical signals, and a built-in 
computer software for^mitomatically selecting a prototype command in response to the set 
of input clinical signals, and automatic means for carrying out any of the software- 
selected protype/command one at a time. 

7. An enhanced ventricular assist device (EVAD) comprising of one or more linear 
flow bloo/a pump(s), and an installed means for sending electrical pulses to the patient's 
heart. / 
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8. An EVAD according to Claim 7, with means for controlling either or both the^ 
pulse rate and voltage of said electrical pulses sent by said installed means to the/patient's 
heart. / 

9. An EVAD according to Claim 7, with means for measuring clinical signals, and 
means for monitoring said clinical signals / 

10. An EVAD according to Claim 9, with means for monitoring said clinical signals 
in synchronization with said electrical pulses. / 

11. An EVAD according to Claim 7, with a set iff prototype commands and automatic 
means for carrying out any of the prototype cojnmands one at a time. 

12. An EVAD according to Claim 1 1 , jwth a set of input clinical signals and a built-in 
computer software for automatically sheeting a prototype command in response to the set 
of input clinical signals, and automatic means for carrying out any of the software- 
selected protype command one at a time. 

13. An EVAD according to Claim 7, with control means for controlling the blood 
output pressure and vonime of each of the linear flow blood pump(s) independently. 

14. An EVAD Recording to Claim 13, in which said control means controls the blood 
output pressure/and volume of each of the linear flow blood pumps by varying the 
magnitude and frequency of the electrical motor currents of said linear flow blood pump. 

15. An EVAD according to Claim 7, in which magnetic induction means are used for 
transference of signal, information, and power across the skin without puncturing the 
skin. 
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